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□ Features 





Your RadioShack Wireless Caller ID System Extra Receiver is 
designed for use with the RadioShack Wireless Caller ID Sys- 
tem (RadioShack Cat. No. 43-940). When the receiver is no 
more than 100 feet (30.48 meters) away from the phone and 
you receive a call, the receiver shows the caller’s name and 
phone number (as provided by your local telephone company to 
Caller ID service subscribers) sent from the Wireless Caller ID's 
transmitter. 

Note: In some cases, the local environment might affect the 
transmission (for example, aluminum siding, electrical applianc- 
es, computer equipment, and so on). 

The receiver's features include: 

Caller ID Memory — stores up to 60 Caller ID records, so you 
always know who called and when they called. 

Out of Area Indication — lets you know when an incoming call 
is from an area code that does not send Caller ID information. 

3-Line Liquid Crystal Display — lets you see at a glance 
whether you have a new call, along with the total number of 
calls, the last caller’s name (if available) and phone number, 
and the current time and date. 

Rubber Duck Antenna — rotates for the best reception in any 
location. 
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Features 





Call Waiting Compatibility — displays the Caller ID on Call 
Waiting information when you use a Caller ID on Call Waiting- 
equipped telephone, or if your telephone is connected to a Call- 
er ID on a Call Waiting-equipped device. 

Note: When you have Call Waiting, the receiver displays the 
caller’s name and number first, then CALL WAITING appears, 
and the two appear interchangeably afterwards. 

Your receiver is ETL listed to UL standards and meets all appli- 
cable FCC standards. 

IMPORTANT INFORMATION 

To use this receiver, you must be in an area where Caller ID 
service is available, and you must subscribe to the service. 

Where Caller ID is offered, one or more of the following options 
are generally available: 

• caller’s number only 

• caller’s name only 

• caller’s name and number 

Your receiver displays the caller’s name only if that option is 
available in your area. 









□ Preparation 

POWERING THE RECEIVER 

You can power the Caller ID receiver using four C batteries or 
an AC adapter (neither supplied). 

Installing Batteries 

The receiver can use four C batteries (not supplied) for opera- 
tion. For longest operation and best performance, we recom- 
mend alkaline batteries, available at your local RadloShack 
store. 

Cautions: 

• Always use fresh batteries of the required size and recom- 
mended type. 

• Do not mix old and new batteries, different types of batter- 
ies (standard, alkaline, or rechargeable), or rechargeable 
batteries of different capacities. 

1 . Use a Phillips screwdriver to loosen the screws on the bat- 
tery compartment cover, then lift and remove the cover. 

2. Place the batteries In the compartment as Indicated by the 
polarity symbols (+ and -) marked Inside. 

3. Replace the cover and secure It with the screws. ID TO 
LEARN appears. 
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When the display dims or qo appears, replace the batteries. 

Warning: Dispose of old batteries promptly and properly. Do 
not burn or bury them. 


Caution: If you do not plan to use the receiver with batteries for 
a month, remove the batteries. Batteries can leak chemicals 
that can destroy electronic parts. 




Using AC Power 

You can also power the receiver using a 9V, 200-mA AC adapt- 
er and a size M Adaptaplug™ adapter (neither included) avail- 
able at your local RadioShack store. 

Cautions: 


You must use a Class 2 power source that sup- 
plies 9V DC and delivers at least 200 mA. Its cen- 
ter tip must be set to positive and its plug must fit 
the receiver's DC 9V jack. Using an adapter that does not 
meet these specifications could damage the receiver or the 
adapter. 


• Always connect the AC adapter to the receiver before you 
connect it to AC power. When you finish, disconnect the 
adapter from AC power before you disconnect it from the 
receiver. 


1. Insert the Adaptaplug into the adapter’s cord so it reads 
TIP +. 


2. Insert the Adaptaplug into the receiver’s DC 9V jack. 
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3. Plug the adapter into a standard AC outlet. ID TO LEARN 
appears. 

SETTING THE IDENTIFICATION CODE 

Each receiver that you install must be set with the same identifi- 
cation code as the transmitter. Follow these steps to set the 
code. 

Note: If you hold down PAGE for 5 seconds or longer, the trans- 
mitter's identification code changes. Be sure to set all receivers 
to the new code. 

1 . Place the receiver next to the transmitter. 

2. Hold down SET on the receiver for about 5 seconds. 
WAITING ID appears. 

3. Press PAGE on the transmitter within 10 seconds after 
WAITING ID appears. This sends the transmitter identifi- 
cation code to the receiver. The receiver beeps and ID 
SET appears, indicating that the ID code is set. 

CHECKING THE RANGE 

1 . Place the receiver at the desired location. 

2. Press PAGE on the transmitter. 

If the receiver is within the range, it beeps and PAGED 
appears for 30 seconds. 

If PAGED does not appear, move the receiver closer to the 
transmitter and press PAGE again. If it still does not beep. 
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Preparation 





repeat the steps under “Setting the Identification Code” on 
Page 6 to verify that the identification code is properly set. 

The receiver checks the range every three hours. If the receiver 
is out of the range of the transmitter, OUT OF RANGE appears. 
Move the receiver closer to the transmitter and press PAGE to 
check the range again. 



SETTING THE DISPLAY CONTRAST, ALERT 
TONE, AND CLOCK DISPLAY FORMAT 

1. Hold down SET and ▼DOWN for about 5 seconds until 
SETTINGS appears. 


2. Press ▼ DOWN to set the display contrast (the default set- 
ting is 2). 


3. Repeatedly press SET to select the contrast level (1-4), 
then press ▼ DOWN. The current tone setting appears. 
(The default setting is BEEP OFF.) 


4. Press SET to toggle between BEEP ON and BEEP OFF, 
then press ▼ DOWN. The display shows the current clock 
format setting (the default setting is a 12-hour format). 


5. Press SET to toggle between the 12- and 24-hour formats, 
then press ▼ DOWN. Setup is complete. 


When you first connect the receiver, the clock displays 
12 : 00PM and the date 1/01. When the first call comes in, the 
current time and date are automatically set from the Caller ID 
information provided by your phone company. 
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□ Operation 


REVIEWING CALL RECORDS 

Each time you receive a cail, the receiver saves a cail record in 
memory and NEW appears. Each cali record inciudes the time 
and date of the caii, the cail number (in the order in which the 
cail was received), the caiier’s telephone number, and the call- 
er’s name (if available). 

To scroll through the call records, repeatedly press DOWN to 
see the newer records. Repeatedly press UP to see the old- 
er records. 




Notes: 

• If you do not press a button within about 10 seconds, the 
system automaticaiiy returns to the time and date dispiay. 

• if no caii information is stored, NO CALL appears when you 
press DOWN. 

• After you review aii caiis, END OF LIST appears. 

• After you review a new cail, NEW disappears. 

Press DOWN or UP to view the caiis again. 
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Displayed Call Information 

The receiver can display the following information. 


Display 

Description 

RPT 

You have received a second call from the 
same phone number. 

PRIVATE 

The caller chose not to send the Caller ID 
name and number. 

UNKNOWN 

The caller is not within a Caller ID service 
area. 

MESSAGE WAITING 

or 

A message is waiting. (Only appears if 
you subscribe to your phone company’s 
message waiting service.) 

NEW 

Appears when you receive a new call. 

TOTAL 

The total number of incoming calls. 





DELETING CALLS 
Deleting a Single Call 

Repeatedly press DOWN or UP until you see the call 
record you want to delete, then press DELETE. The receiver de- 
letes the selected record and renumbers the remaining records. 
After 10 seconds, the clock display appears. 

Deleting All Calls 

Press DOWN or UP until a call record appears, then hold 
down DELETE for about 5 seconds. The receiver beeps. 




Operation 
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00 NEW 00 TOTAL appears briefly, then the clock display ap- 
pears. 

Note: When using multiple receivers with the system, deleting 
all call records from one receiver deletes the Caller ID informa- 
tion for only that receiver. Any other receivers attached to the 
system retain all Caller ID information. 



□ Troubleshooting 

If your receiver is not working as it should, these suggestions 
might help you eliminate the problem. If you see a message that 
you do not understand, see “Displayed Call Information” on 
Page 9. 


Problem 

Solution 

Blank screen 

Install or replace the batteries. 

Adjust the contrast level (see “Setting the Dis- 
play Contrast, Alert Tone, and Clock Display 
Format” on Page 7). 

Order Caller ID service from your local tele- 
phone company. 

Incoming call with 
no Caller ID infor- 
mation 

You answered the call before the receiver reg- 
istered the call information. Wait until your 
phone rings at least twice before answering a 
call. 

Set the Identification Code (see “Setting the 
Identification Code” on Page 6). 
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Care and Maintenance 

To enjoy your Wireless Caller ID System Extra Receiver for a 
long time: 

• Keep the receiver dry. If it gets wet, wipe it dry immediately. 

• Use and store the receiver only in normal temperature 
environments. 

• Handle the receiver gently and carefully. Don’t drop it. 

• Keep the receiver away from dust and dirt. Wipe the 
receiver with a damp cloth occasionally to keep it looking 
new. 

Modifying or tampering with the receiver's internal components 
can cause a malfunction and invalidate its warranty and void 
your FCC authorization to operate it. If your receiver is not per- 
forming as it should, take it to your local RadioShack store for 
assistance. If the trouble is affecting the telephone lines, the 
phone company can ask you to disconnect your receiver until 
you have resolved the problem. 
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